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CNS02P3 '« 38 NaZN 375 H17 275 CNS02S3 110 Rcl4" 561 279 Facel7/¢196 -r-Dl-
CNSO3P3 = 60 = Rc3g" 435 H21 325 CNS03S3 166 Rcs" 611 319 Face2l/p242
CNS04P3 120 Rcln" 494  H27 344 CNS04S3 276  Rcln' 666 399 Face26/¢30
CNS06P3 240 Rc34" 604  H35 404 CNS06S3 564 Rcy4" 815 499 Face35/¢404
CNSO8P3 346 Rc 1 69.5 H41 475 CNS08S3 854 Rc 1" 935 589 Fracedl/9473
74 O
S Mod?I | CNS(“)Z CNS(33 CNS?4 CNS(36 CN?OS Size 1 Vi 3 5 er ]/2.- 3/4., 1" o D
@  Nominal size Vi 3y Ve 34, 1 =
(=1h Nominal DIDf? size. 8A 1QA 15A 20A 25A Eg-pv:rlmur?en 0008 0009 0012 0055 0099 mL
' Body material Stainless steel(SUS304) CHCEEERLE
g- Connection type Female thread only Arindusion | 019 026 | 045 | 066 119 m.
= Packing material, Fluoro rubber(FKM): S
Y  Temperature range —20TC~+180T
B Smallest area 37 70 108 220 327 mm?
Normal pressure 3.5MPa ity
Maximum pressure 5 .3MPa + Drip volume : Liquid dripping which occurs when sockets and plugs are disconnected.

+ Airinclusion : Included air which occurs when sockets and plugs are connected.

Water, Operating oil, Air, etc.

Applicable fluid

+ Drip volume and Air inclusion which are depended on using conditions.
*1 By the environment of one's using, it has a case that the appropriate temperature
differs from this table. Continuous use by above minimum/maximum temperature
causes a leakage and so on. *2 Above characteristics are standard, O-ring durability
depends on the temperature of fluid, kinds of chemicals and viscosity.

Cautions :

- Please note the normal pressure of CNS is lower than CSPE type
due to the difference of valve's structure. (CSPE is 4.5 to 7.5 MPa.)
- All about that the tip of plug is sealed to minimize drip. Therefore,
please be aware of a scratch on the tip may cause leakage or malfunction.
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